ADHESIVES

THE RIGHT GLUE

#14 RUBBER CEMENT

#4
RUBBER

#14 Rubber Cement is a solvent-based adhesive,

formulated to create both repositionable and
semi-permanent bonds. When an even coat is
applied to just one surface, a repositionable
bond is created. This application is ideal for
leatherwork, upholstery, and costuming.

FORMULATED TO CREATE WRINKLE-FREE BONDS

FLEXIBLE AND WATERPROOF CEMENT MADE FOR CRAFTING

EXCEPTIONAL FOR LEATHERWORK, FABRIC WORK, PHOTO MOUNTING AND SCRAPBOOKING
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When an even coat of #14 Rubber Cement

is applied to both surfaces to be joined,

a semi-permanent bond is created. This
application is ideal for crafting projects,
including photo mounting and scrapbooking.

CEMENT  cewent  CEMENT It is an exceptional rubber cement for a variety

(FEATURED APPLICATIONS)

#14 Rubber Cement works across many applications including:
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LEATHERWORK UPHOLSTERY COSTUMING
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SCRAPBOOKING

@HYSICAL PROPERTIES)

BASE
SOLVENTS
COLOR
VOC CONTENT
VISCOSITY
APPLICATION
SOLUBILITY
NET WEIGHT
SERVICE TEMPERATURE RANGE ~——
FLASH POINT

Natural Rubber
Heptane, Ethyl Acetate
Amber

640 g/L

Medium

Brush

Insoluble in water

7.2 lbs./gallon (approx.)
35°to 95° F

26° F

See Safety Data Sheet (SDS) for additional information.
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of crafting projects that need accurate
positioning and a wrinkle-free bond.

(ABOUT RH ADHESIVES)

We make cements for bonding and repairing

specialized materials. Our unique products have stood
Eﬁﬂ the test of time because they are the best at what they do.

MADE IN THE USA SINCE 1949

rhadhesives.com
sales@rhadhesives.com
Tel. 978-897-8000

@therightglue
@ /rhadhesives
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MANUFACTURED ON-SITE
IN ACTON, MASSACHUSETTS

INDUSTRY-LEADING PERFORMANCE

EASY TO USE

UNBEATABLE VALUE
e TN TRUSTED FOR DECADES

SUPERIOR END-TO-END SUPPORT

(APPLICATION INSTRUCTIONS)

FOR REPOSITIONABLE BONDS
Common uses: leatherwork, upholstery, and costuming.

1. Apply an even coat to either surface to be joined.

2. Press materials together while rubber cement is wet.

3. For removal, gently peel at edges and reposition as needed.
Can be repositioned several times within one application.

FOR SEMI-PERMANENT BONDS

Most common use: crafting projects, including photo mounting and scrapbooking.

1. Apply an even coat to both surfaces to be joined.
2. Allow rubber cement to set until tacky, typically around ten minutes.

3. Press materials together while tacky and allow rubber cement to dry before use.

Typical dry time is about an hour.
Excess rubber cement will rub off most surfaces cleanly.
Apply within 18 months of manufacture for best results.
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#4
RUBBER
CEMENT

FORMULATED TO CREATE BOTH
REPOSITIONABLE AND SEMI-PERMANENT BONDS

* DRIES CLEAR + EASY TO USE
AND WRINKLE-FREE AND WATER-RESISTANT

+ IDEAL FOR CRAFTING + PROVEN FOR LEATHER-
PROJECTS NEEDING WORK, COSTUMING AND
ACCURATE POSITIONING ~ SCRAPBOOKING

16 FL OZ (0.473 L) SRetuoes.



