ADHESIVES

THE RIGHT GLUE

S-18 ALL-PURPOSE ADHESIVE
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ALL-PURPOSE

S-18 is RH Adhesives’ most versatile contact
cement. It bonds both porous and non-porous
surfaces, resists sunlight, water, oil and heat, crepe rubber, EVA foam, fiberglass, Formica,
and forms a powerful bond that gets even s18 e~ glass, leather, metals, neoprene, some plastics,
stronger over time. S-18 is the go-to choice i rOss @ vinyl foam, and vinyl laminates.

for the glazing of “drop-in” aluminum windows, oo “AoHESNE ADWESNE.  ADHESIVE

and it’s also an excellent choice for bonding

leather to other materials.

S-18 is widely used in the manufacture and
repair of a variety of materials such as concrete,

BONDS RUBBER, NEOPRENE, METAL, WOOD, CORK, LEATHER AND MORE

REMAINS STRONG AND FLEXIBLE EVEN IN EXTREME WEATHER

RESISTS WATER, HEAT, OIL AND GREASE

G:EATURED APPLICATIONS) (ABOUT RH ADHESIVES)

S-18 works across many applications including: We make cements for bonding and repairing
specialized materials. Our unique products have stood

=\ /Y - the test of time because they are the best at what they do.
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N J, — MADE IN THE USA SINCE 1949

FOOTWEAR RUBBER MARINE
AND ORTHOTICS AND GASKET CARPETING
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@ ...and more.
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LEATHERWORK ALUMINUM

VINYL CEMENT

WINDOWS _ ‘ HE=66

COLLE VINYLE

INDUSTRY-LEADING PERFORMANCE
EASY TO USE DUALL-88

LEATHER ADHESIVE

s i f cement = =
o, fexible and waterproof Eramm H-66 TF
UNBEATABLE VALUE made for leather 5 L
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B for leathercraft, footwean UPH" : :
costuming and orthotic 2 3

TRUSTED FOR DECADES
SUPERIOR END-TO-END SUPPORT
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@HYSICAL PROPERTIES)

BASE Neoprene Resin

SOLVENTS Heptane, Toluene, Ethyl Acetate, Acetone
COLOR Off-White

VOC CONTENT 639 g/L

VISCOSITY Medium, 1200-1400 cps at room temperature
APPLICATION Brush, Roller, Squeeze Bottle, Adhesive Spray Gun
SOLIDS 19% = 1% (approx.)

NET WEIGHT 7.2 lbs./gallon (approx.)

APPLICATION TEMPERATURE RANGE —— 35°to95°F

SERVICE TEMPERATURE RANGE -30° to 200° F

FLASH POINT 18° F

A CA PROP 65 WARNING: This product can expose you to toluene, which is known to the State of California to cause birth defects
or other reproductive harm. For more information, go to www.P65Warnings.ca.gov.

See Safety Data Sheet (SDS) for additional information. T mm.,%

(APPLICATION INSTRUCTIONS)

Shake can well before use.

1. Clean surfaces with alcohol or compatible solvent. | ALL.PURPOSE

2. Sand any glossy surfaces lightly. ADHES'VE
3. Apply an even coat to both surfaces to be joined. A CONTACT CEMENT IDEAL FOR
. ) i . ;\ RUBBER COMPOUNDS, NEOPRENE, METAL, GLASS,
4. Allow adhesive to set until tacky, typically around two minutes. /gmm- WOOD, CORK, LEATHER AND MORE
Adhesive will remain tacky for around thirty minutes. (vmm: ) BT s D L EXIBLE BONDS
5. Press together while tacky. Available for use within minutes, WV — /| R L
as full-strength bond forms quickly. Since 1949 0= f
6. Remove any excess adhesive. m 6 0Z L0z (0478 L)h-ﬁm
Use RH Thinner for preparation and cleanup. 1 U4
(ADDITIONAL INFORMATION ) ONLINE CONTACT
SHELF LIFE rhadhesives.com RH Adhesives
Best if used within 18 months from date 308 Old High Street
of manufacture. Shop products Acton, MA 01720
Locate resellers sales@rhadhesives.com
e _ , Download Safety Data Sheets Tel. 978-897-8000
Rule of thumb is 1 ounce of S-18 will cover 1
square foot of both surfaces to be bonded. Check compatibility
Scan QR Code
Watch application videos for more information
STORAGE ] ] ) Use the Product Calculator =y
Close container tightly. Store in a cool, dry place.
Do not freeze. Explore additional adhesives
Access FAQs
DISPOSAL
Dispose according to local, state and federal @therightglue

HAZMAT regulations.
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