ADHESIVES

THE RIGHT GLUE

INDEPENDENTLY
LAB TESTED

RH Adhesives' Vinyl Patch Kit is perfect
for repairing a tear or hole in your flexible
vinyl tarp, inflatable, or other vinyl item.
This kit is available in a variety of colors
and weights, and it’s also available in
multiple sizes - both for smaller repairs
and for more professional uses.

ADHERES IN MINUTES WITH JUST A SINGLE APPLICATION

REMAINS STRONG AND FLEXIBLE EVEN IN EXTREME WEATHER

STANDARD KIT INCLUDES 10” X 10” VINYL PATCH, 1 FL OZ HH-66 TF, BRUSH, 2 ALCOHOL WIPES

VINYL PATCH KIT XL INCLUDES 30” X 36” VINYL, 16 FL OZ HH-66 TF WITH BRUSH CAP, NITRILE GLOVES

G:EATURED APPLICATIONS)

HH-66 works across many applications including:
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TARPS TENTS & AWNINGS MILITARY SHELTERS
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VINYL POOL LINERS INFLATABLE WATERSPORTS BOUNCE HOUSES &
INFLATABLES
UPHOLSTERY MATS MARINE

CONSTRUCTION BANNERS & SIGNAGE SPORTS COVERS
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AGRICULTURAL & NURSERY FARMING & CONTAINMENT
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...and more.
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IAPMO UES UEL 5070
IAPMO UES UEL 5071

HH-66 is a versatile adhesive that has been
trusted for decades by experts in industries that
work with vinyl-coated fabrics, geosynthetics,
commercial tarps, inflatable watercraft, bounce
houses, tents, vinyl awnings, and more.

The contents of the standard-sized kit can
conveniently fit in your toolbox or your car’s
glove compartment.

(ABOUT RH ADHESIVES)

We make cements for bonding and repairing
specialized materials. Our unique products have stood
the test of time because they are the best at what they do.

MADE IN THE USA SINCE 1949
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ADHESIVES
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@H-ss TOLUENE FREE VINYL CEMENO
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-66 TF
VINYL CEMENT

IDEAL ADHESIVE FOR PVC VINYL

* EASYONE-PART - WATERPROOF
APPLICATION AND FLEXIBLE

- ADHERES - FORMS STRONG
INMINUTES AND DURABLE BONDS

16FLOZ (0.473L)  'Wase

BASE Thermoplastic Elastomer
SOLVENTS Methyl Ethyl Ketone (MEK), Acetone, Ethyl Acetate
COLOR Clear
VOC CONTENT 393 g/L
VISCOSITY Medium
APPLICATION Brush or Roller
SOLIDS 15%
NET WEIGHT 8 Ibs/gal
APPLICATION TEMPERATURE RANGE 35°to 95° F
SERVICE TEMPERATURE RANGE -30° to 150° F
FLASH POINT 7°F .
See Safety Data Sheet (SDS) for additional information.
(INSTRUCTIONS )
APPLICATION

1. Cut patch to appropriate size, ensuring a two-inch overlap

on all sides. Round corners to minimize peeling.
2. Clean surfaces with alcohol wipe, HH-66 Thinner,
or compatible solvent. Sand any glossy surfaces lightly.

3. Use brush to apply an even, edge-to-edge coat of
HH-66 TF Vinyl Cement to both surfaces to be joined.

4. Allow cement to set until tacky, typically around two minutes.

Cement will remain tacky for just a few minutes.

5. Press patch on firmly while tacky. Apply even pressure
throughout to remove air bubbles.

6. Allow to bond for at least an hour before use.
Strongest hold achieved after one day.

7. Remove any excess adhesive with fresh alcohol wipe,
HH-66 Thinner, or compatible solvent.

CSIZES, COLORS AND WEIGHTS)

SIZE OPTIONS

The standard Vinyl Patch Kit includes one 10-inch by
10-inch square piece reinforced vinyl, one 1 oz. tube of
HH-66 Toluene Free Vinyl Cement, one applicator brush,
and two alcohol wipes.

The Vinyl Patch Kit XL includes one 30-inch by 36-inch
piece of 22 oz. vinyl (black, blue, or gray), a 16 oz. can of
HH-66 Toluene Free Vinyl Cement, and a pair of nitrile gloves.

22 OZ. HEAVYWEIGHT VINYL
Black, Blue, Gray, Green, Red, White
(XL patch kits only available in Black, Blue, or Gray.)

14 OZ. MIDWEIGHT VINYL
Black, Blue, Gray, Green, Orange, Red, White, Yellow

20 GAUGE POOL VINYL
Clear

SHELF LIFE

Best if used within 18 months of manufacture date.
Unopened 1 oz. tubes have a far longer shelf life - at least
36 months from the date of manufacture.

COVERAGE

Rule of thumb is Tounce of HH-66 will cover 1 square foot

STORAGE

of both surfaces to be bonded.

Close container tightly. Store in a cool, dry place.

Do not freeze.
DISPOSAL

Dispose according to local, state and federal HAZMAT

regulations.

ONLINE

rhadhesives.com

Shop products

Locate resellers

Download Safety Data Sheets
Check compatibility

Watch application videos
Use the Product Calculator
Explore additional adhesives

Access FAQs

@therightglue
@ /rhadhesives
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CONTACT

RH Adhesives
308 Old High Street
Acton, MA 01720

sales@rhadhesives.com
Tel. 978-897-8000

Scan QR Code
for more information




