ADHESIVES

INDEPENDENTLY
LAB TESTED

POOL LINER
REPAIR KIT

STANDARD KIT

IDEAL FOR UNDERWATER REPAIRS

ADHERES IN MINUTES WITH JUST A SINGLE APPLICATION

@EATURED APPLICATION - POOLS)

RH Adhesives’ Vinyl Pool Liner Repair Kits
are perfect for repairing tears or holes in vinyl pool liners,
spa covers, and most inflatable vinyl pool toys.

THE RIGHT GLUE

®

IAPMO UES UEL 5070
IAPMO UES UEL 5071

VINYL POOL LINER REPAIR KIT

DIRECTIONS

VINYL POOL
LINER REPAIR KIT
[PRO SIZE|

INCLUDES
10-INCH BY 54-INCH PIECE OF 20-GAUGE
CLEAR POOL VINYL.

8 FL OZ CAN OF HH-66 TF VINYL CEMENT
(WITH BRUSH-CAP TOP)

RH ADHESIVES
- EASY ONE-PART - WORKS oanionst
APPLICATION UNDERWATER Acton, MA 01720

+ ADHERES + FORMS STRONG.

||| | || | ’ IN MINUTES AND DURABLE BONI
87750055

PRO SIZE KIT

(ABOUT RH ADHESIVES)

We make cements for bonding and repairing
specialized materials. Our unique products have stood
the test of time because they are the best at what they do.

MADE IN THE USA SINCE 1949

ADHESIVES

THE RIGHT GLUE
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THE RIGHT GLUE

@H-ss TOLUENE FREE VINYL CEMENT>

BASE
SOLVENTS
COLOR
VOC CONTENT
VISCOSITY
APPLICATION
SOLIDS
NET WEIGHT
APPLICATION TEMPERATURE RANGE
SERVICE TEMPERATURE RANGE
FLASH POINT

See Safety Data Sheet (SDS) for additional information.

Thermoplastic Elastomer

Methyl Ethyl Ketone (MEK), Acetone, Ethyl Acetate

Clear

393 g/L

Medium

Brush or Roller

15%

8 Ibs/gal

35°to 95° F

-30° to 150° F

70 F Since 1949
8 oz

(APPLICATION INSTRUCTIONS)

ABOVE THE WATER LINE

1. Cut patch to appropriate size, ensuring a two-inch overlap

on all sides. Round corners to minimize peeling.

2. Clean surfaces with alcohol wipe or compatible solvent.

Sand any glossy surfaces lightly.

3. Use brush to apply an even, edge-to-edge coat of
HH-66 TF Vinyl Cement to both surfaces to be joined.

4. Allow cement to set until tacky, typically around two
minutes. Cement will remain tacky for just a few minutes.

5. Press patch on firmly while tacky. Apply even pressure

throughout to remove air bubbles.

6. Allow to bond for at least an hour before use.
Strongest hold achieved after one day.

7. Remove any excess adhesive with fresh alcohol wipe or

compatible solvent.

SIZE OPTIONS

The standard Vinyl Pool Liner Repair Kit

includes one 10-inch by 10-inch square piece of clear pool
vinyl, one 1 oz. tube of HH-66 Toluene Free Vinyl Cement,
one applicator brush, and two alcohol wipes.

The Vinyl Pool Liner Repair Kit - PRO SIZE
includes one 10-inch by 54-inch piece of clear pool vinyl

and an 8 oz. can of HH-66 TF Vinyl Cement with brush cap.

SHELF LIFE

Best if used within 18 months of manufacture date.
Unopened 1 0z. tubes have a far longer shelf life - at least
36 months from the date of manufacture.

COVERAGE

Rule of thumb is 1 ounce of HH-66 will cover 1 square foot
of both surfaces to be bonded.

STORAGE

Close container tightly. Store in a cool, dry place.

Do not freeze.

DISPOSAL

Dispose via local, state and federal HAZMAT regulations.

UNDERWATER

N
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HH-66 TF
VINYL CEMENT
| TOLUENE FREE |

IDEAL ADHESIVE FOR PVC VINYL

*EASYONE-PART - WATERPROOF
APPLICATION AND FLEXIBLE
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1. Cut patch to appropriate size, ensuring a two-inch overlap

on all sides. Round corners to minimize peeling.

2. Clean the vinyl patch with alcohol wipe or compatible

solvent. Ensure the liner surface is free from debris.

3. Use brush to apply a uniform layer of HH-66 TF Vinyl

patch, from edge to edge.

Cement over the entire surface of one side of the vinyl

4. Fold the vinyl patch in half loosely with the adhesive on
the inside. Do not press the folded surfaces together,
as this may cause the patch to bond to itself.

5. Submerge the loosely folded patch underwater and
position it by the damaged area. Unfold the patch and

press it firmly onto the vinyl liner.

6. Apply even pressure throughout to remove air bubbles.

achieved after one day.

ONLINE

rhadhesives.com

Shop products

Locate resellers

Download Safety Data Sheets
Check compatibility

Watch application videos

Use the Product Calculator

Explore additional adhesives

Access FAQs
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7. Allow to bond for at least an hour. Strongest hold

CONTACT

RH Adhesives
308 Old High Street
Acton, MA 01720

sales@rhadhesives.com
Tel. 978-897-8000




